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1.0 PURPOSE 

This document establishes a Mine Safety and Health Administration’s (MSHA) 
Standard Application Procedure (SAP) for the Approval of Flame-Resistant 
Brattice Cloth and Ventilation Tubing under 30 CFR, Part 7, Subparts A & B.  Its 
use is voluntary. 

2.0 SCOPE 

These procedures apply to all applications for Approval of Flame-
Resistant Brattice Cloth and Ventilation Tubing according to the Code of 
Federal Regulations, Title 30, Part 7, Subparts A & B. 

3.0 REFERENCES 

3.1. Approval and Certification Center (A&CC) Cancellation Policy (APOL 
1009). 

3.2. Code of Federal Regulations (30 CFR) Part 7, Subparts A & B. 

4.0 DEFINITIONS 

4.1. Brattice Cloth Family - a product which is manufactured by using one type 
of film (thickness and weight may vary), one type of scrim (thickness and 
denier may vary) and one type of adhesive (applied weight may vary). 

4.2. Preauthorization - An agreement in the application that confirms and agrees 
to MSHA’s general cost estimate to evaluate the application. 

4.3. Ventilation Tubing Family - a product which is manufactured by using one 
type of base material and one type of resin.  The products may differ in; 
diameter, length, configuration, or average wall thickness. 

5.0 APPLICATION PROCEDURE 

It is recommended that applicants contact the Approval and Certification Center 
to discuss approval and testing requirements prior to submitting an application. 
 
5.1. An application requesting an approval or extension of approval should be 

sent to the following address:




