





Best Practice is to locate any type of dump point away from power lines or to have the power
lines high enough that they are safely above even the raised-bed height of the haul trucks. Power
lines can also be marked to make them more conspicuous.
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For more detailed information on dump-point safety, consult MSHA’s
“Dump-Point Inspection Handbook.” Lists of “Best Practices” from this
handbook, broken down for “Mine Operator,” “Truck Driver,” “Dozer
Operator,” and “Front-End Loader Operator,” are shown in the following
slides.




Appendix D. Dump-Point Safety: Best Practices

The attached list entitled “Dump-Point Safety: Best Practices” may be useful for inspectors or
mine personnel in giving a brief safety talk on dump-point safety or to quickly review the main

safety points covered in this handbook.

DUMP-POINT SAFETY: BEST PRACTICES

. MINE OPERATORS:

Best Practices for mine operators at dump points are to:

Provide training to dump-point workers on recognizing dump-point hazards, taking
appropriate corrective measures and using safe dumping procedures.

Supervise dumping operations regularly to ensure that unsafe conditions are being
corrected and safe practices are being followed.

Instruct dozer operators to maintain adequate berms, keep the dump properly graded, and
correct or barricade unsafe dump areas.

Avwvoid the hazards associated with dumping near the edge of a pile by routinely dumping
back from the edge and pushing the material over, preferably with a track-dozer.

Dump directly over the edge of a pile ONLY when all proper safety precautions are

taken. These include ensuring that close supervision is provided; a berm with sufficient
height and base-width is maintained; and truck drivers are well-trained on the potential
dangers.
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DUMP-POINT SAFETY: BEST PRACTICES

. MINE OPERATORS - continued
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Instruct truck drivers to always dump a truck-length back from the edge in areas where
the berm is inadequate or where the dump area is cracked, settled, or too soft.

Instruct truck drivers to always dump a truck-length back from the edge if the pile below
the dump point has been loaded-out and over-steepened.

Establish procedures for stockpiles that prevent the possibility of trucks attempting to
dump above a point where the pile has been loaded-out and over-steepened. Methods to
do this are to dump a truck length back from the edge or to block the pile’s access ramp
during loading operations.

Route truck traffic so that drivers have the best opportunity to routinely observe the
condition of the dump area, both above and below the dump point, on their approach.

Consider the practice of “driving left” on the dump to allow drivers a better opportunity
to observe the dump area on the approach.

I nstruct dump-point workers to examine both the top of the pile and the area below the
dump point for signs of instability.
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DUMP-POINT SAFETY - BEST PRACTICES

. MINE OPERATORS - continued

Provide for communication between dump-point workers.
Provide adeguate illumination of the dump-point area for night operations.

Ensure that the location of overhead power lines does not present a hazard for the trucks.
Be especially alert to this problem as the size of stockpiles increases.

Provide training to truck operators on safe driving procedures, specifically the proper use
of the transmission and brakes while backing and dumping the truck.

Ensure that equipment is properly maintained and that safety features are operational.
Require customer truck drivers to stay in their cab while being loaded at a stockpile.
Make use of new technologies such as the use of vehicle-mounted cameras that can
improve both dump-point safety and efficiency. A rearward-looking camera, for

example, can assist a truck driver in backing up square to the berm and in knowing how
close to the berm the vehicle is positioned.
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DUMP-POINT SAFETY: BEST PRACTICES

Il. TRUCK DRIVERS

Best Practices for truck drivers at dump points are:

Check the dump area for unsafe conditions on their approach, staying a truck length back
from the edge.

Dump back from the edge if:

@ the berm is inadequate (for example, the berm is not at least mid-
axle height, the berm has been partially undercut, etc.).

@ the area below the dump point has been loaded-out and over-
steepened.

@ there are cracks near the edge of a pile.

@ the edge area is soft and the tires sink in.

@ there are signs that the slope below the dump point is unstable.

@ visibility is poor.

Dump a truck-length back from the edge anytime there is uncertainty about the safety of
the dump area.

Back up perpendicular to the edge or with the driver’s-side rear tires leading just slightly.

(Truck Drivers 1 or 2)



Dump-Point Safety Best Practices: Truck Drivers - continued...
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Back up slowly and come to a gradual stop at the dumping point.

Use the berm as a visual guide only. Do not use it routinely to help stop the truck.
Avoid running the rear tires up on the berm.

Maintain spacing from other trucks while dumping.

Do not attempt to dump the material if it sticks in the bed, especially if it sticks after the
bed is raised about two-thirds of the way.

Communicate dump-point conditions to the dump supervisor, the dozer and front-end-
loader operators, as well as other drivers.

Be aware of the proximity of overhead power lines.
Be sure to lower the bed after dumping.
Wear your seatbelt.

Get proper training on safe dumping procedures.

(Truck Drivers 2 or 2)



DUMP-POINT SAFETY: BEST PRACTICES

I1l. DOZER OPERATORS

Best Practices for dozer operators at dump points are to:
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Maintain adequate berms at the dump points.

Grade the top of the pile so that trucks are going up a slight grade as they back up to
dump and the dump area is kept well-drained.

Keep the dump area graded so that trucks are not tilting to one side as they back up to
dump.

Keep alert throughout the shift for the development of potentially unsafe conditions such
as cracks, settling, or soft areas.

Correct or barricade potentially unstable areas.

Remedy steep or overhanging pile slopes by carefully pushing material down from the
top of the pile.

Re-grade soft spots with better material and smooth out rough areas on the dump.

Act as a spotter for the trucks and keep them back from the edge when conditions
warrant.

Communicate dump conditions to the dump supervisor and the truck drivers.

Wear your seatbelt.



DUMP-POINT SAFETY: BEST PRACTICES

IV. FRONT-END LOADER OPERATORS

Best Practices for front-end loader operators working at stockpiles are to:
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Recognize that loading-out material at the toe of a pile affects the safety of the dump
point above the load-out area.

Communicate to company truck drivers and the dump supervisor any questionable dump-
point conditions.

Block off the pile access ramp or barricade the area when trucks would be exposed to
dangerous or questionable conditions on the top of the pile.

Limit the height of the loaded-out and over-steepened portion of the pile to about the
reach of their equipment.

Remedy steep slopes or overhangs before such conditions get high enough to pose a
hazard. If necessary, correct such conditions by carefully pushing or dumping material
from the top of the pile - preferably using a track-mounted piece of equipment.

Wear seatbelts.

Be alert to the dangers of blind spots around their equipment.

Remind customer truck drivers that they need to stay in their cab while parked near, or
being loaded at, a stockpile.



By following the “Best Practices,” these dump-point accidents could have been prevented.
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A complete copy of MSHA’s “Dump-Point Inspection Handbook” can be found
in the “FOIA Reading Room” on MSHA’s web page at WWW.mSha.gOV.

These related safety videos are available from the National Mine Health and
Safety Academy (304-256-3257):

-- Dump-Point Safety: Stockpiles and Waste Piles, VC-858, 1997, 14 minutes.
-- Good Berms Save Lives, VC-928, 1998, 15 minutes.




Additional Information

Mine Safety and Health Administration

Mine Waste and Geotechnical Engineering Division
Stan Michalek, Chief

(412) 386 - 6974








